(Direct-View LED Traffic Controller\

Super bright, narrow viewing angle LEDs

Available in green, red, blue, amber, and white LEDs
Messages "blankout" when turned off, eliminating confusion
Long life, solid state lighting

Integrated solid state power supply

Photocell for auto photodimming

Standard Voltage: 120 VAC, Optional Voltages: 9-36 V, 240 VAC, 277 VAC
Maximum amps per lighted message (at 120 V) shown in the table below
UL/CUL approved for wet locations

CONSTRUCTION

Faces: Single Faced Sign

Cabinet: (DOT): 1/8" aluminum cabinet with welded seams

Door: Continuous hinged with stainless steel door clamps

Face Material: Impact Resistant, smoke tinted Polycarbonate 1/4" thick.

FINISH
Standard Cabinet Color: Black
Custom colors available upon request

DOT4545AAAA-E359
PRODUCT NUMBER
) |
CABINET DIMENSIONS
45"Hx45"Wx5"D
ILLUMINATION SOURCE

ELECTRICAL c(UL)us

" Product View

NOTE: Sign image may not exactly represent the finished product. For illustration purposes only.
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(" MESSAGE | COLOR |HEIGHT | AMPS ) "
PULL ON SCALE | 30° Amber Round| 5.25" 0.07
PROCEED TO [-95 [ 30° Amber Round [ 5.25" [ 0.09 ‘ 45" ‘
STOP | 30° Amber Round| 5.25" 0.04
RELEASE BRAKE | 30° AmberRound| 5.25" | 0.07
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